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OPERATING CHARACTERISTICS

SWITCH

TYPE

PART

SUFFIX

 OF Max.

(gf)
OP

(mm)

PT Max.

(mm)

OT Min.

(mm)

MD Max.

(mm)
J L S H

VW1- □□□ 0-00A0- □ B00 □ -Z 100 150 200 300 14.7±0.4 1.2 1.0 0.4

VW1- □□□ 1-01A0- □ B00 □ -Z 85 125 160 240 15.1±0.6 2.6 1.1 0.6

VW1- □□□ 2-01A0- □ B00 □ -Z 40 70 90 130 15.0±1.1 5.1 1.2 1.1

VW1- □□□ 1-02A0- □ B00 □ -Z 60 85 110 160 14.8±0.8 4 1.5 0.9

VW1- □□□ 2-02A0- □ B00 □ -Z 35 50 60 90 14.7±1.5 7.9 1.7 1.7

VW1- □□□ 1-03A0- □ B00 □ -Z 40 55 70 100 13.4±2.0 7 2.5 1.5

VW1- □□□ 2-03A0- □ B00 □ -Z 25 35 40 60 13.9±2.5 13.8 3.3 2.9

VW1- □□□ 1-05A0- □ B00 □ -Z 100 150 200 300 20.6±0.5 2.1 1 0.5

VW1- □□□ 2-05A0- □ B00 □ -Z 60 85 110 160 20.4±0.8 4.1 1.1 0.9

VW1- □□□ 1-06A0- □ B00 □ -Z 70 100 130 195 20.4±0.7 3.3 1.3 0.7

VW1- □□□ 2-06A0- □ B00 □ -Z 40 60 70 105 20.2±1.2 6.5 1.5 1.4

＊ There is another series of VA1 with MD reduced to 63%.
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ANM SERIES

SPECIFICATIONS

DIMENSIONS

Unless otherwise specified, a tolerance of ±0.4mm applies to all dimensions.

CONTACT CONFIGURATION

MOUNTING HOLES

ORDERING INFORMATION
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CODE

SERIES
PREFIX

I1

ANM

FLAT

INSIDE BUTTON
SHAPE

I 1 W ZO 1 W

CODE

O1 FLAT

OUTSIDE BUTTON
SHAPECODE

WHITEW

B BLACK

CODE

WHITEW

B BLACK

CODE

G GRAY G GRAY

INSIDE BUTTON
COLOR

OUTSIDE BUTTON
COLOR

NEW

Operating Force 

Rotation - Max.60 gf-cm

Push - Max. 300 gf

Contact Resistance (initial)  

Max. 300mΩ

Measured by ohm meter - open voltage<1VDC, Driver current -100mA

Insulation Resistance (at 100VDC/minute) 

Min. 100MΩ

Storage Temperature Range

-40℃ to 70℃ (with no icing)

Operating Temperature Range 

0℃ to 40℃ 

Electrical Service Life 

Rotation - Min. 200,000 operations 

C.W. 100,000 & C.C.W 100,000 operations

Push - Min. 1,000,000 operations

Electrical Operating Frequency 

Rotation - 30 operations per minute

Push - 120 operations per minute

RATING

1mA 10VDC

APPLICATIONS

Remote control, Tablet, Keyboard, Audio, Mp3, NB, Mobile Phone


