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Norminal 

Voltage (VDC) 

Coil Resistance 

 

Rated Current

(mA) 

Max Operate 

Voltage (VDC)

Min Release 

Voltage (VDC) 

Coil Power 

 

5 28 178.5 3.75 0.5 

0.9W 

6 40 150 4.5 0.6 

12 160 75 9 1.2 

24 640 37.5 18 2.4 

48 2560 18.75 36 4.8 

110/120 11000 10 82.5 11 

220/240 / / / / 

 

 

Contact Data 

 

 
 

1C 

Silver Alloy 

16A 250VAC/30VDC  

250VAC/30VDC 

20A 

4000VA/480W 

Max 100mΩ (at 6VDC 1A) 

) 

 Contact Form 

 Contact Material 

 Contact Rating 

 Maximum Switching Voltage

 Maximum Switching Current 

 Maximum Switching Power 

 Contact Resistance (Initial) 

SL-1 

12.4×7.4×9.9mm

Contact Form :  S-H  Sealed Form A, S-Z  Selaed Form C  

Coil Voltage : 5,6,9,12,,24,48,110,120,VDC 220/240VAC 

Ordering Code      S-Z 

 

 

 

 

 

SL -1 

 

Relay 

Model

12VDC 

Coil Data  

 

 

Dimensions 

(mm) 


