DATA SHEET General Purpose Relay

SY

Ordering Code SY - 4Z(P) 12VvDC-F-D 28 x 715 x 35 mm
F : Flange for 38mm pitch hole
Relay D: LED
Type

Coil Voltage 5, 12, 24, 110VDC / 12, 24, 110, 220VAC

17,27,3Z,4Z : Form 1C, 2C, 3C,4C P : PCB Type

Contact Data v'Contact Form 1C, 2C, 3C, 4C
v'Contact Material Silver Alloy
v'Contact Rating 5A (240VAC 28VDC)
v"Maximum Switching Voltage 250VAC/30VDC
v'"Maximum Switching Current 5A
v'Maximum Switching Power 27, 3Z : 1750VA(210W)
47 - 1250VA(150W)
v'Contact Resistance (Initial) Max 100mQ (at 6VDC 1A)
Coil Data
Norminal Coil Resistance  Rated Current ~ Max Operate Min Release Coil Power
Voltage (Q) (mA) Voltage Voltage
5VDC 28 178.5 3.75 0.5
12 VvDC 160 75 9 1.2 0.9wW
24 VDC 640 37.5 18 2.4
110 vDC 13450 8 82.5 11
12 VAC 46 - 9.6 2.4
24 VAC 184 - 19.2 4.8 1.2VA
110 VAC 4550 - 96 22
220VAC 14400 - 176 44
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General Purpose Relay

Dimensions
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